
ALBERT GENAU VERANDA SYSTEMS
AG PREMIUM

AG PREMIUM 08/10 AG PREMIUM POLY AG PREMIUM TWIN

4.4.2 LAMINATED GLASS (8,76mm)
5.5.2 LAMINATED GLASS (10,76mm)

(Not: HAVE TO BE TEMPERED LAMINATED)

16mm POLYCARBONATE 4.4.2 LAMINATED + 16mm + 6mm 
TEMPERED DOUBLE GLASS (30,76mm)
(Not: Outter side tempered inner side  

laminated.)



The system consists of 10 core
profiles and 4 core accessories 
set, that have to be used as 
default.

Additionaly we have  7 extra 
profiles and 5 addittional 
accessories set. This part 
calculation according customer 
request.



In system we use 4 different type of gascets.



Extra channel in gutter profiles will not 
allow water come inside, through 
connection screws.

1 – MONOBLOCK GUTTER WITH DRAINAGE CHANNEL



Drainage system with threaded 
interlocking, watertight gasket and easily 
demountable leaf holder, will not absorb 
water between the extra channel in
gutters.

2 – WATER-PROOF – LEAF-HOLDER DRAINAGE SYSTEM

Not: Suitable for 
50mm and 75mm 
water pipes. 



Water discharge gutter 
cover with self-insulating 
membrane and hidden 
connections gives 
opportunity to not apply
silicone to the gutter 
joints.

3 – GEODESIGN INSULATED GUTTER COVER

Hidden emergency water drainage channel

Not : Back wall-side cover is  the same.



4 – BEAM FRONT CONNECTOR

In order to fit the beams on the 
gutter, it usually makes milling in the 
beams. With this part, you dont need 
to make such opeation.



With two different types of 
gaskets on the gutter, air 
passage is completely 
prevented.

5 – AIR TIGHT DUAL GASKET SYSTEM

6 – REINFORCEMENT PROFILE DESIGNED FOR SNOWLOADS

It is placing inside beam profiles for 
support purposes, especially in 
regions with high snowfall and 
depending on the weight of the 
ceiling covering material used. (Note: 
Full lenght or partitial lenght.)



7 – LASER SURFACE LOOK

With the Side Beam profiles used in the end beams, a clean surface is 
created without any protrusions when viewed from the outside.

And thanks to the nails on the Side 
Beam profiles used in these end 
beams, there is no opening in the 
system when viewed from the outside.



8 – HIDDEN COLUMN CONNECTION SET

Foot connection set that goes inside the column
profile and is not visible from the outside.

9 – INCREASED TRANSPARENCY WITH PATENTED MICRO WINDOW SYSTEM

With the micro window system used to close the 
triangular section on the sides, the transparent 
appearance is increased by 52% compared to the 
joinery profiles used in the market.



10 – PATENTED EXTRA STIFF GUTTER TENSIONER SYSTEM

With the tension system installed on the 
connection channels in the gutter profile, the 
gutter becomes stronger, especially in the 
sections where length additions are made.

11 – SECUMAX BEAM HANGER APPARATUS

Metal hanging bracket used to facilitate assembly 
and strengthen the connection of beams to the 
wall.



12 – SMART CONNECTOR THAT MAKES INSTALLATION EASIER

During installation, the beams must be fixed to the wall profile and groove profile. This 
process is generally done in two ways.

1. With fixing screws to be inserted into the 
beam from the bottom of the gutter and wall 
profile. However, when viewed from inside this 
fixing system, it causes bad visuals of screws 
visible on the forehead of each beam.

2. It is possible to connect the gutter and wall profile from the side instead of connecting them 
from the bottom to the beam. Regardless of the number of beams, the fixing piece used for this 
purpose is assembled by simply turning it, without being driven into the channel, and is first 
aligned with the set screw for precise location adjustment and screwed to fix it.



13 – OTHER

Cover profile that is easy to 
disassemble and install, 
especially to prevent 
problems encountered in the 
lighting system.

Column profile designed 
in dimensions suitable 
for Albert Genau 
systems

All screws used in beam 
connections have self-
sealing gaskets for water 
resistance.

Easily removable beam 
intermediate cover profile

125*125 Reinforced Column Self Sealing Screws
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